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December 19, 2003 Final LESHC Minutes of Meeting 03-11 

Chairperson Ed Lessard called the eleventh meeting in 2003 of the Laboratory 
Environmental Safety and Health Committee (LESHC) to order on December 19, 2003 at 
1:30 p.m.   
1. PHENIX TEC/TRD - Review of the Proposed Pressure Increase for the Xenon 

Recovery System:  Ed O’Brien and Peter Kroon presented the proposed pressure 
increase for the Xenon Recovery System associated with the PHENIX Time 
Expansion Chamber/Transition Radiation Detector 1.  
1.1. E. O’Brien, P. Kroon and other attendees made the following points during the 

course of the presentation and in response to specific Committee questions: 
1.1.1. PHENIX plans to operate the TEC/TRD with a xenon gas mixture. This 

gas mixture is very expensive and a recovery system has been installed to 
allow capture and recirculation of the xenon.  

1.1.2. The Xenon Recovery System is located outdoors on the gas pad near Bldg. 
1008.  As such, there are no ODH concerns. 

1.1.3. The Recovery System has two custom made cryostats that function as cold 
traps and fill with liquid xenon. (The cryostats are normally used one at a 
time.) 

1.1.4. Each cryostat is a double walled vessel with an annular vacuum space.  
1.1.4.1. The inner vessel collects the xenon in liquid/solid form.  It has a 

volume of about 10 liters and is protected by a relief valve, set at 1 
psig. 

1.1.4.2. The inner vessels were proof tested to 2 atmospheres. 
1.1.4.3. The vacuum space has a volume of about 25 liters.  It is protected 

by a 1 psi rupture disk, sized for twice the expected flow from an inner 
vessel failure. 

1.1.5. When a cryostat is full, it is isolated from the system.  The second unit is 
then put in service to allow continuous xenon recovery. 

1.1.6. The liquid/solid xenon “slush” in the full cryostat is evaporated.  The 
resulting pressure allows cold xenon gas to be transferred to a steel storage 
cylinder.  

1.1.7. Prior to the merger with the LESHC, the BNL Cryogenic Safety 
Committee (CSC) had reviewed and approved the Xenon Recovery System 
operation at 1 psig2 in its January 24 and April 3, 2003 meetings1. It was 
noted that because of its small size, the inner vessel is not subject to the 
ASME Boiler Code requirements.  

1.1.8. During system commissioning at 1 psig, the PHENIX Group found that 
the backpressure (caused by the vaporizing gas in the heat exchanger) 
prevented xenon transfer to the storage cylinder. 

1.1.9. The commissioning process established that a maximum system operating 
pressure of 10 psi (24.7 psid) would enable xenon flow into the storage 
cylinder. The xenon transfer pressure is expected to be 3 – 7 psig. 

                                                 
1 The presentations, these Minutes and the referenced documents herein are posted at: 
http://www.rhichome.bnl.gov/AGS/Accel/SND/laboratory_environemnt,_safety_and_health_committee.ht
m.) 
2 Since each cryostat is a two walled vessel with an annular vacuum, 1 psi on the inner vessel causes a 15.7 
psi differential pressure (psid).  
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1.1.10. The results of the inner vessel stress analyses, presented at the April 3, 
2003 CSC meeting, were reviewed.   

1.1.10.1. Inner vessel differential pressures of 15.8 and 31.6 psid were 
assumed. 

1.1.10.2. The maximum stress and strains occur in the lower disk. 
1.1.10.3. In both cases, the stress was above yield for the lower disk. 

However, the strain values indicate it does not approach ultimate stress.  
1.1.10.4. No other area approached yield. 
1.1.10.5. The proposed maximum system operating pressure of 10 psi (24.7 

psid) is enveloped by the 31.6 psid analysis. 
1.1.11. A test model of the inner vessel was pressurized to 96 psig without failure.   
1.1.12. The Committee noted that the device does not meet the requirements of 

the ASME Code.  However: 
1.1.12.1. The device, if it were to fail, is contained within a second vessel. 
1.1.12.2. The relief valve capacity is more than adequate to safely vent the 

excess pressure if the inner vessel did fail. 
1.1.12.3. The discharges from all rupture disks and relief valves will be 

directed away from personnel that might be in the area. 
 

1.2. The following motion was crafted by the Committee: 
1.2.1. Motion No. 1 -The proposal to operate the PHENIX TEC/TRD Xenon 

Recovery System at a maximum pressure of 10 psig during xenon transfer 
operations is approved, subject to the following conditions: 

1.2.1.1. Replace the inner vessel relief valve (RV) with a new RV. The 
new RV shall be set at 10 psig and have the same flow capacity as the 
existing valve. 

1.2.1.2. Install a stack (or similar device) to direct effluent from all relief 
devices away from personnel. 

1.2.1.3. Prior to the next running period (July ’04) perform an inner vessel 
redesign and replacement cost study3, 4. Present the results to this 
Committee. 

1.2.1.4. Pressurize the test model of the inner vessel to failure.  (See also 
Section 1.1.11.) Report the data to the Committee, in concert with the 
redesign/replacement cost study of 1.2.1.3 – Complete1, 5. 

1.2.2. W. Glenn made a recommendation for approval of the Motions. 
1.2.3. Seconded by M. Iarocci.   
1.2.4. The motions were approved by vote of 5 in favor, none opposed with one 

abstention. 
 
2. The Meeting was adjourned at 2:45 p.m. 

                                                 
3 Inner vessel redesign should meet the intent of the ASME code and rework the present non-conforming 
weld configuration. 
4 The Committee will provide cryogenic design acceptance criteria for the inner vessel 
redesign/replacement study.  
5 This action was completed prior to the issuance of these minutes.  The test model failed to hold pressure 
at 1000 psi due to a small break in the weld on the top of the vessel. 

3 
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Introduction 
For the upgrade of the PHENIX Time-Expansion Chamber (TEC) to a Transition Radiation Detector 
(TRD) the operating gas has to be changed from the current 90%Ar + 10%CH4 (P10) to a mixture 
that converts the created TR X-rays into electron clusters. Our choice is 45%He + 45%Xe + 
10%CH4. 

The current system vents the gas after use, which would be too expensive with Xe, so from the 
beginning the TEC gas system was designed as a semi closed system. 

Fig. 1 shows a schematic of the TEC/TRD gas system with the Xe recovery system placed on the 
current vent line (red box, upper right). The physical location of the recovery system is the PHENIX 
gas pad. All controls and alarm functions integrate into the existing TEC gas system. 
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Fig. 1.  PHENIX TEC/TRD Gas System 

 
 The recovery system extracts Xenon from the 45%He+45%Xe+10%CH4 mixture venting from the 
chambers by use of a cold trap. The collected solid Xe is recovered, first to a transfer bottle in liquid 
form and then placed as a gas into commercial storage cylinders for re-introduction into the system. 
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Fig.2. Xenon recovery system (TEC/TRD Gas System schematic 002-0206-911, Sheet 2) 
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The Xenon Recovery System 
The Xenon recovery system itself is shown in Fig.2. It includes two low temperature cryostats, each 
capable of accumulating up to 6 liters of liquid Xenon. The cryostats have two stages of Xenon 
separation at different cryogenic temperatures, a first stage at 161K and a second stage at 110K 
where solid Xenon will be collected. For normal operation only one cryostat will be in the running 
mode, with the second one in standby. For TRD purging or power failures, both cryostats will be 
employed. 
The coolant, liquid Nitrogen (N2), flows through each of the two stage heat exchangers, controlled 
by a temperature-indicating controller (TIC). Two commercial 200 liters Dewars (CRYOFAB CFN-
200-SS) with a custom transfer-line (Fig.2c) will be used to supply the cryostats with liquid N2, see 
Fig.2b. 

Each cryostat has an absorber on the mixture input line to remove CO2 and H2O remains. 

 

 
Fig.2b. Simplified view of the Nitrogen Supply flow on the Xenon recovery system 

 

 
Fig.2c. Detail of the N2 supply transferline 

 

L. Kotchenda, A. Franz Page 4 12/18/2003 



In case the input line of the operating cryostat is plugged up operation will be switched over to the 
second cryostat automatically by the pressure switch PSW1 or PSW2, set at 3mm WC.  

A scale measures the amount of Xenon, recovered by the second cryostat stage. 

1 PSI relief valves (PSV1, PSV2) on the second stage and the cryostats vent lines prevent accidental 
overpressure of the cryostats stages.  

Each cryostats second stage has a RTD (100Ωm) temperature transmitter (TT1X, TT2X) connected 
to the TEC/TRD gas system readout electronics to monitor the cryostats internal temperature and 
pressure. The shift crew will be informed by an audible and optical alarm in the case the temperature 
and/or pressure exceeds a predefined set point (130K/3mmWC). 

 
Xenon Recovery Cryostat Design Details 
The cryostat design is shown in Fig.3. Its demountable vacuum jacket allows access to the inside 
parts. The cylindrical part of vacuum jacket (1)1 is made from 1.2mm thick stainless steel with a 
diameter of 200mm. The vacuum jacket bottom plate (2) is 2 mm thick. 

The first cryostat stage (3) is connected to the vacuum jacket flange (4) by the input (5) and output 
(6) mixture pipes and thermometer pipe (7). The top part of first stage contains a heat exchanger (8) 
using for Xenon condensation.  

A heat exchanger (9) on the mixture input pipe (5) cools the mixture before it enters the first stage. 
Outgoing Nitrogen gas from the heat exchanger (8) is used as the coolant. The inner diameters are 
14.5mm for the mixture input pipe and 7.5mm for the output pipe (6). 

The second cryostat stage is connected to the first one by a 52.6mm inner diameter pipe and to the 
flange (4) by several pipes (liquid Xenon Out, Xenon Gas/Heater Out, two thermometers pipes).  

The second stage vessel is made from 1mm stainless steel.  

Inside are:  

o two heat exchangers (11 top and 12 bottom, connected in series),  
o a heater (13),  
o copper temperature equalizer (14),  
o thermometers (TT1X or TT2X). 

 
For thermal insulation the second stage is covered with many layers of vacuum insulation (15). 

During construction the assembly was pressurized to an absolute pressure of 2 atm for the inner part, 
with 0 atm in the vacuum jacket and 1 atm pressure outside.  

For the initial startup a pump will establish a sufficient vacuum in the jacket. 

 
 
 
 
 
 
 
 

                                                 
1 Numbers in brackets refer to the drawing in Figure 3.  
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Fig.3. Xenon Recovery Cryostat (Xenon Gas Recovery Cryostat 002-0206-913) 
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All cryostat connections located on the flange (4) are shown in the Fig.4.  

 
Liquid Xenon OUT

First stage
temperature 
controler sensor

Second stage
temperature
controller sensor

Second stage

N2 OUT(1/4")

Vacuum valve

Second stage
temperature
transmitter

Xenon Gas OUT(1/4")

Heater

Mixture IN(3/4")

Mixture OUT(1/2")

Liquid N2
   IN

First stage N2

  OUT(1/4")

Xenon Cryostat Top Flanger  
Fig.4. Xenon Recovery Cryostat Connections 

 
Liquid Nitrogen is supplied through the connector 16 in Fig.3 to the first and second cryostat stages. 
The absorber, charcoal, (17) is used to support a stable vacuum level.  

 
Nitrogen flow  
Fig.5 shows a schematic of the N2 flow through the cryostat heat exchangers. 
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Fig.5. Nitrogen flows through the heat exchangers 
 
Liquid N2 from the storage vessels enters the two recovery stages with its flow controlled by a 
temperature-indicating controller (TIC) and monitored by thermometers TT1 and TT2. Part of the 
outgoing N2 is used to pre-cool the incoming gas mixture and also to dilute the outgoing gas to non-
flammable levels. 
 
Xenon removal from the cryostat. 
Xenon will be removed from the cryostats at 0.1PSIG (input and output closed). 

The Xenon removal process from the cryostat to a commercial 6.9l stainless steel vessel will take 
60-80 minutes under constant operator control. The operator will monitor the liquid N2 level in the 
flask containing the 6.9l stainless steel vessel during the extraction process.  

The second stage is heated to 164K to transform the solid Xenon into a liquid. A heater element 
reduces the heating time. Xenon is transferred into a 6.9 liters stainless steel vessel placed into liquid 
Nitrogen. After being disconnected from the cryogenic system the 6.9 liters vessel is heated up to 
room temperature and the Xenon gas is transferred into a 43.5 liters commercial storage cylinder for 
re-integration into the system. Appendix E shows the test result from of a pressure test of these 
commercial vessels. 
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Basic Xenon Cryostat parameters  
Operating flow  0.5 liters/min 
Purge flow 4 liters/min 
First Stage Volume  1.3 liters 
Second stage volume  8.6 liters 
Operating pressure: Xenon collection Mode  0 atm (0 PSI) 
Tested to, by L.Kotchenda 2 atm (30PSI, absolute) 
Nitrogen consumption  ~ 5 liters / 24hr 
Cryostat weight  14.4kg (31.7lb). 

 
 
System response to operating failures 
Following is a list of possible failure modes and how the system is assigned to cope or recover from 
these failures: 

o Loss of vacuum 
In this case the temperature values measured with TT1X and TT2X will exceed the set point of 
130K and the TEC/TRD control system will inform the shift crew about this by an audible and 
optical alarm. Nothing will happen with the stages pressure because the cryostats outputs must 
be opened to the vent line for normal operation. If the output and input lines are accidentally 
closed the relief valves (PSV1, PSV2) will prevent overpressure. 

o LN2 leak into vacuum space 
To prevent overpressure inside the vacuum space the vessel is equipped with a burst disk 
which will vent the gas away from the operator. 

o Break of heat exchanger pipes 
In case any of the two heat exchangers breaks and releases LN2 into either stage 1 or 2, the 
nitrogen will boil off and vent into the open vent lines, which also have 1.0psi relieve valves.  

o Loss of power 
In this case both cryostats inputs will be connected to the TRD vent line via SV5 (N/O) and 
SV6 (N/O) to collect Xenon. Nitrogen flow through FI1-FI4 will maintain the stage 
temperature close to set point controlled by the TICs at 160K for the first stage temperature and 
110K for the second.  

 
 
Relief valve on LN2 lines. 
These commercial lines can be operated at pressures up to 400PSIG, but being in line with valves 
SV1-SV4, set to a maximum operating pressure of 40PSIG, the effective pressure in the lines cannot 
exceed this value. 

The commercial LN2 dewars will be kept at 10PSIG pressure and have the relief valves. No liquid 
can be trapped inside the commercial transfer-lines as they do not have shut off valves. 

Relief valves sizing 
Appendix A contains a calculation of the pipe diameters and flow rates necessary for the relief 
valves PSV1 and PSV2. In case of bad vacuum the TICs will attempt to maintain the set point 
temperatures using more LN2 compared to normal operation. If the second stage reaches a 
temperature of 130K the shift crew will be informed by the computer control. 
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Technical Specs of the Supply dewars 
The N2 supply dewars are commercial products by CRYOFAB (www.cryofab.com) who also 
manufacture the transfer-lines (Figs 2b and c). 
 

Specs of the 200l N2 supply dewars from the CRYOFAB web pages.
Net capacity (Liters) 25 50 100 200 
Gross capacity (Liters) 28 55 110 220 
Outer diameter 
(Inches/mm) 16/407 18/457 20/508 24/610 

Height (Inches/mm)  28/711 33/838 41/1042 48/1220 
Weight empty (lbs./Kg)36/16.4 61/27.7 121/55 220/100 
Weight full (lbs./Kg)     
 LN2 81/36.8 150/68 299/136 577/262 
 LOX 99/45 187/85 373/170 724/329 
 LARG 111/51 211/96 421/191 820/373 
Depth 22” 26” 35.5” 43” 
M.A.W.P. 10 psig  10 psig  10 psig  10 psig  
Static Loss/Day (CFN) 0.65/ltrs 0.70/ltrs 1.2/ltrs 1.2/ltrs 
Neck Diameter (CFN) 0.75”o.d. 0.75”o.d. 1.0”o.d. 1.0”o.d. 
Static Loss/Day (CFL) 0.87/ltrs 1.2/ltrs 1.3/ltrs 1.35/ltrs 
Neck Diameter (CFL) 1.5”o.d. 1.5”o.d. 1.5”o.d. 1.5”o.d. 

 
 

Specs of the open flask dewar from the CRYOFAB web pages 

Model 

CF8512”A” 
Inside 

Diameter 
(Inches) 

“B” 
Outside

Diameter
(Inches) 

“C” 
Inner 
Depth 

(Inches) 

“D” 
Overall 
Height 

(Inches) 

Gross 
Capacity 
(Liters) 

Loss 
Rate 

(Liters/ 
Hr) 

Liters/
Inch 

CF9518 8.46 9.10 18.0 22.0 16.557 0.163 0.919 
 

 
 

Technical Specs of the Valves 
Valve # Model Manufacturer Pressure 

Rating, PSIG 
Temperature 

Range, F 
MV1-MV4 B-45S8 Swagelok 2500 10 – 150 
MV5-MV6 EC4-082-CWPR1M Cryolab 400 -456 -  +300 
MV7-MV8, 
MV14-MV16  

SS1RS4 Whitey  5000  -65 - +450  

MV9  SS42XS4 Swagelok 2500 10 - 150  
MV10, MV12 B4JNA Swagelok 600 -40 - +150 
MV11, MV13  B42S4  Swagelok 2500 10 - 150     
SV1-SV4 E52K8DCCM  Peter-Paul 45 10 – 150 
SV5-SV6 8210G34 ASCO 125 32 – 125 
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A: Estimation of Relief Valve for the Xenon Recovery Cryostat 
 
B: Results from the pressure test of the stainless steel flasks 
 
C: Temperature Test of 6.9liter Stainless Steel Cylinder Valve 
 
D: Xenon Cryostat Stress Calculations 
 
E: Physical properties of liquid Xenon and Methane 
 
F: Operating the PHENIX Xenon Recovery System 
 
G: Memo: Xenon Gas Recovery Cryostat Lower Disk Analysis  
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Appendix A: 
 
Estimation of Relief Valve for the Xenon Recovery Cryostat 
Performed by L. Kotchenda 
Consider the worst case when 45%He+45%Xe+10%CH4 mixture is in the vacuum volume at 
1 ata (absolute), all valves are closed, second cryostat stage contains  6l liquid Xenon at 1.07ata 
(165.15K), no N2 coolant flow through the heat exchangers. 
Assume, that the heat transfer to the volume with liquid Xenon takes place by means of the mixture 
thermal conductivity and the thermal conductivity coefficient (k) is estimated at 300K, room 
temperature. 

k=0.45 x kHe + 0.45 x kXe +0.1 x kCH4,    
 with kHe = 0.153W/mK [1] 
  kXe = 0.034W/mK  [1] 
  kCH4 = 0.005W/mK[1], 
 
resulting in k =  0.085W/mK. 
 
The thermal power is determined as 
 

Q =  k x (F/L) x (T1-T2), where 
F- second stage surface, m2 , 
L- distance between the second stage wall and vacuum jacket the one, m, 
T1 – vacuum jacket wall temperature, K, 
T2 -  second stage wall temperature, K. 
The second stage has the following dimensions: outside diameter- 0.15m 
height  - 0.5m. 
L = 0.025m. 

T1= 300K 
T2= 165.15K 

Then     F = 0.785 x (0.152) + 3.14 x 0.15 x 0.5 = 0.258m2    
and 
Q = 0.085 x (0.252/0.025) x(300-165.15) = 158.5W. 
The mass amount of evaporated Xenon is 

                                           m = Q/r,    where r  - Xenon latent evaporation heat, J/g 
 
                                r = 95.5J/g   [1]. 
                    

In this case       
m = 158.5/95.5 = 1.66g/s .   

Consider the case when the relief valve is connected directly to the first and second stages 
outputs, which are joined on the cryostat top. We have a rectangular connection to the relief 
valve. 

The output dimensions are as follows: 
First stage:     inner diameter – 7.5mm 
length  - 115mm  
Second stage:     inner diameter – 7.5mm 
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length  - 340mm  
Consider the shortest first stage output. 
Heat transfer to the first stage volume through the output SS pipe (8x0.25mm) is 
Q1 = k x F/L x (T1 + T2 ),         where 
F = 0.785 x (0.0082 – 0.00752) = 6.18x10-6 m2  -pipe cross section, 
K = 8.2W/mK in the temperature range of 165 –300K 
Then   Q1= 8.2 x 6.18x10-6 x (300 – 165.15) = 6.8x10-3W 

Suppose, that all amount of coming out Xenon gas is flowing through the first stage output pipe, 
then the gas temperature increasing can be estimated approximately as 

dT = Q1/cp x m, where  cp – Xenon thermal capacity  at 165.15K 
cP= 0.334J/gK [1]     and  
dT= 6.8x10-3/(0.334 x 1.66) = 0.012K 

It means the outcoming Xenon gas will have a low temperature of 
TXe = 165.15 + 0.012 = 165.16K 

At this temperature and 1.07ata pressure Xenon specific volume is equal 
v= 0.1l/g          [1] 
In this case the flow rate is 
V = v x m = 0.1 x 1.66 = 0.166l/s = 10LPM 

The pressure drop along the first stage output line is estimated in the attached MathCAD file 
(Attachment 1). 

In accord with the pressure drop calculations we have for the 7.5mm diameter and Rei = 2.071x104 

)p =  )p2i + )p4i + )pmi = 0.287 + 0.138 + 0.134 =0.559mBar 
The second MathCAD file (Attachment 2) contains the pressure drop calculations at the assumption 
when the relief valve is installed at a distance of 1m from the cryostat output and the Xenon gas has 
room temperature. The pipe has a 9mm inside diameter and the flow is 20LPM. In this case the 
pressure drop is 

)p =()p2i + )p4i)115 + ()p2i + )p4i + )pmi)1= 
0.287 + 0.138 + 2.478 + 0.985 +0.175 = 4.069mBar(0.06PSI)                                                                 

Conclusion : 

Relief Valve has to have 1 psig Spring and flow rate more than 20LPM. 

It may be Swagelok SS-8C –1 installed at 1m distance from the cryostat output using 9mm    
inside-diameter pipe. 

References: 1. http://webbook.nist.gov/chemistry/fluid/ 

L. Kotchenda, A. Franz Page 15 12/18/2003 



 
Attachment 1, MathCAD file 
 

Cross2

di i d⋅ 0.0005+:=1

Colculations

α 90:=R 0.01:=∆ 0.001 10 3−⋅:=

i 1 10..:=d 0.001:=l 0.115:=

η 1.35 10 5−⋅:=ρ 9.8:=V 16.8 10 5−⋅:=

XenonMixtureorGas

Parameters

then4.E3 1.E5−ReIf

∆p1i 0.5 ρ⋅ λ1 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=6

λ1 i
64
Rei

:=5

thenRei 2000<If

Rei vi ρ⋅
di

η
⋅:=

Reynolds4

vi
V
s i

:=

Velocity3

s i 0.785 di( )2⋅:=

section

kg

m3

ρDensity

m3

s
VRateFlow

Re 4000>flowTurbulent

Re 2000<flowLaminar
Kotchenda LPerformed bymBar∆pDropPressure

INPUT

degreeαAngle

mRRadius

m∆Roughness

Pa s⋅ηviscousityDynemic

mlLength

mdDiameter
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∆pmi ζ i ρ⋅
vi( )2

2 133.322⋅
⋅ 1.3332⋅:=

ζ i 0.131 0.16
di

R
⎛
⎜
⎝

⎞
⎠

3.5

⋅+
⎡
⎢
⎣

⎤
⎥
⎦

α

90
⋅:=

pipesBended
resistencesLocal

∆p4i 0.5 ρ⋅ λ4 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=

λ4 i
1

1.74 2 log
1

2 ∆l i⋅
⎛
⎜
⎝

⎞
⎠

⋅+⎛
⎜
⎝

⎞
⎠

2
:=

∆l i
∆

di
:=10

pipesroughFor

∆p3i 0.5 ρ⋅ λ3 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=

λ3 i 0.032
0.221

Rei( )0.237
+:=9

then1.E5 1.E8−ReIf

∆p2i 0.5 ρ⋅ λ2 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=8

λ2 i
0.3164

Rei( )0.25
:=7
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0 0.0038 0.0075 0.0113 0.015

7.5

15

22.5

30

∆p1i

di

0 0.0038 0.0075 0.0113 0.015
0

250

500

750

1000

∆p2i

di

0 0.0038 0.0075 0.0113 0.015
0

500

1000

1500

2000

∆p3i

di

0 0.0038 0.0075 0.0113 0.015
0

250

500

750

1000

∆p4i

di

0 0.0038 0.0075 0.0113 0.015
0

25

50

75

100

∆pmi

di

di

1.5·10    -3

2.5·10    -3

3.5·10    -3

4.5·10    -3

5.5·10    -3

6.5·10    -3

7.5·10    -3

8.5·10    -3

9.5·10    -3

0.011

= vi

95.117

34.242

17.47

10.569

7.075

5.065

3.805

2.962

2.371

1.941

= Rei

1.036·10  5

6.214·10  4

4.439·10  4

3.452·10  4

2.825·10  4

2.39·10  4

2.071·10  4

1.828·10  4

1.635·10  4

1.48·10  4

= ∆p1i

21.001

2.722

0.709

0.259

0.116

0.06

0.034

0.02

0.013

8.747·10    -3

= ∆p2i

599.428

52.961

10.711

3.246

1.252

0.566

0.287

0.158

0.093

0.058

= ∆p3i

1.574·10  3

127.27

24.323

7.073

2.64

1.163

0.576

0.312

0.181

0.111

= ∆p4i

605.805

41.986

7.262

1.961

0.69

0.29

0.138

0.072

0.04

0.024

= ∆pmi

58.166

7.598

2.02

0.77

0.37

0.209

0.134

0.095

0.073

0.059

=

Kotchenda. L  
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Attachment 2, MathCAD file 
 

Cross2

di i d⋅ 0.000+:=1

Colculations

α 90:=R 0.01:=∆ 0.001 10 3−⋅:=

i 1 10..:=d 0.001:=l 1:=

η 2.31 10 5−⋅:=ρ 5.73:=V 32 10 5−⋅:=

XenonMixtureorGas

Parameters

then4.E3 1.E5−ReIf

∆p1i 0.5 ρ⋅ λ1 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=6

λ1 i
64
Rei

:=5

thenRei 2000<If

Rei vi ρ⋅
di

η
⋅:=

Reynolds4

vi
V
s i

:=

Velocity3

s i 0.785 di( )2⋅:=

section

kg

m3

ρDensity

m3

s
VRateFlow

Re 4000>flowTurbulent

Re 2000<flowLaminar
Kotchenda LPerformed bymBar∆pDropPressure

INPUT

degreeαAngle

mRRadius

m∆Roughness

Pa s⋅ηviscousityDynemic

mlLength

mdDiameter
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∆pmi ζ i ρ⋅
vi( )2

2 133.322⋅
⋅ 1.3332⋅:=

ζ i 0.131 0.16
di

R
⎛
⎜
⎝

⎞
⎠

3.5

⋅+
⎡
⎢
⎣

⎤
⎥
⎦

α

90
⋅:=

pipesBended
resistencesLocal

∆p4i 0.5 ρ⋅ λ4 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=

λ4 i
1

1.74 2 log
1

2 ∆l i⋅
⎛
⎜
⎝

⎞
⎠

⋅+⎛
⎜
⎝

⎞
⎠

2
:=

∆l i
∆

di
:=10

pipesroughFor

∆p3i 0.5 ρ⋅ λ3 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=

λ3 i 0.032
0.221

Rei( )0.237
+:=9

then1.E5 1.E8−ReIf

∆p2i 0.5 ρ⋅ λ2 i⋅ vi⋅ vi⋅
l

di 133.322⋅
⋅ 1.3332⋅:=8

λ2 i
0.3164

Rei( )0.25
:=7

 
 
 
 
 
 
 
 

L. Kotchenda, A. Franz Page 20 12/18/2003 



0 0.0025 0.005 0.0075 0.01

1000

2000

3000

4000

∆p1i

di

0 0.0025 0.005 0.0075 0.01
0

2.5 .104

5 .104

7.5 .104

1 .105

∆p2i

di

0 0.0025 0.005 0.0075 0.01
0

7.5 .104

1.5 .105

2.25 .105

3 .105

∆p3i

di

0 0.0025 0.005 0.0075 0.01
0

2.5 .104

5 .104

7.5 .104

1 .105

∆p4i

di

0 0.0025 0.005 0.0075 0.01
0

250

500

750

1000

∆pmi

di

di

1·10    -3

2·10    -3

3·10    -3

4·10    -3

5·10    -3

6·10    -3

7·10    -3

8·10    -3

9·10    -3

0.01

= vi

407.643

101.911

45.294

25.478

16.306

11.323

8.319

6.369

5.033

4.076

= Rei

1.011·10  5

5.056·10  4

3.371·10  4

2.528·10  4

2.022·10  4

1.685·10  4

1.445·10  4

1.264·10  4

1.124·10  4

1.011·10  4

= ∆p1i

3.013·10  3

188.328

37.201

11.771

4.821

2.325

1.255

0.736

0.459

0.301

= ∆p2i

8.447·10  4

3.139·10  3

457.492

116.661

40.421

17.002

8.175

4.335

2.478

1.502

= ∆p3i

2.209·10  5

7.285·10  3

992.866

241.739

80.867

33.069

15.532

8.073

4.534

2.706

= ∆p4i

9.344·10  4

2.483·10  3

299.186

66.809

20.909

8.1

3.635

1.816

0.985

0.57

= ∆pmi

623.904

39.149

7.839

2.557

1.106

0.58

0.351

0.237

0.175

0.139

=

Kotchenda. L  
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Appendix B: 
Results from the pressure test of the stainless steel flasks 
An independent company tested the stainless steel flasks, used for extracting the liquid Xenon from 
the cryostat and converting it back into gas. Attached is a copy of the fax documenting the test.  
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Appendix C: 
Temperature Test of 6.9liter Stainless Steel Cylinder Valve 
 
 
                                          Performed by Leonid Kotchenda and Carter Biggs 
                                                                  03/10/03 
 

• The lower half of the 6.9L SS Cylinder was placed in the liquid Nitrogen. 
• Thermal couple (Iron – Constantan) was fixed in the point of Valve –Cylinder connection. 
• The measurements were taken after the lower half of the cylinder was cool down to liquid 

Nitrogen temperature. 
 
The test results are summarized in Table 1. 
                                                                               
Time 2:26pm 2:36pm 2:46pm 2:56pm 3:06pm 3:16pm 3:31pm 3:37pm 
Tc +2oC +0oC +2oC +2oC +3oC +3oC +1oC +2oC 
To +2oC +1oC +2oC +2oC +3oC +3oC +2oC +2oC 
   
Tc – Cylinder Valve Temperature 
To – Outside Temperature 
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Appendix D: 
Xenon Cryostat Stress Calculations 

 
The cryostat inner vessels are too small (less than 6-inch inner diameter) to fit into the scope 

of the ASME Boiler & Pressure Vessel Code per U-1(c)(9). However, Code rules were used to 
calculate allowable working pressures where applicable.  

 
The two formed heads facing each other at the bottom of the first stage and at the top of the 

second stage use weld joints not normally used in Coded vessels. However the highest stresses are 
bending stresses, which would be "secondary" stresses relievable by very minor yielding. This 
conclusion is supported by the FEA presented in Appendix G 

 
Performed by Leonid Kotchenda 
02/25/03 

 
 

These calculations were performed in accordance with  
1992 ASME Boiler & Pressure Vessel Code 

Section VIII – Division 1. 
1. Second stage cylindrical shell 
 

Determine the maximum allowable working pressure P of Xenon Cryostat second stage 
cylindrical shell for the following conditions: 

inner radius, R = 2.971in;   outer radius, Ro = 3.01in;  wall thickness, t = 0.039in;          
maximum operating temperature = 100oF; 
minimum operating temperature  = -255oF; 
lowest efficiency of any joint in the head, E = 1.0;  
Vessel material – Stainless Steel Type 304. 

 
From the appropriate table ULT-23, maximum allowable working stress, S = 18,800PSI at 100oF; S 
= 20300PSI at –250oF. 
Consider the worst case, when the temperature is 100oF:  

P = S x E x t/(Ro –0.4 x t) = 18800 x 1.0 x 0.039/(3.01 – 0.4 x 0.039) = 244.9PSI   

a) Longitudinal Joint 
 

P = S x E x ((Z – 1)/(Z + 1)), where 

Z = (Ro/R)2 = (3.01/2.971)2 = 1.03, 

P = 18800 x 1.0 x ((1.03 –1)/(1.03 + 1)) = 277.8PSI 

b) Circumferential Joints 
 

L. Kotchenda, A. Franz Page 25 12/18/2003 



P = S x E x(Z – 1) = 18800 x 1.0 x (1.03 –1) = 564PSI. 
2. Second stage Ellipsoidal bottom 
 

Determine the maximum allowable working pressure P of Xenon Cryostat second stage 
Ellipsoidal bottom for the following conditions 

outer diameter, Do= 5.979in; inner diameter, D = 5.94in;  
inside depth of ellipsoidal head, h = 0.39in;  t = 0.039in. 

 

P = 2 x S x E x t /((K x Do –2 x t x (K – 0.1)),  where  

K = 1/6 x ((2 +(D/2h)2) = 1/6  x (((2 + (5.94/(2 x 0.39))2) = 10 

P = 2 x 18800 x 1.0 x 0.039/((10 x 5.979 – 2 x 0.039 x (10 –0.1)) = 24.8PSI 
 
 
3. First Stage cylindrical shell 
Determine the maximum allowable working pressure P of Xenon cryostat first stage    

cylindrical shell for the following conditions: 

R=1.991in; Ro = 2.03in; t = 0.039in; E = 1.0 
minimum operating temperature = - 190oF;  S = 20,000PSI 
maximum operating temperature = 100oF;    S = 18,800PSI 

  

P = S x E x t/(Ro –0.4 x t) = 18800 x 1.0 x 0.039/(2.03 – 0.4 x 0.039) = 364.8PSI   
a) Circumferential Joints 
 

Z = (Ro/R)2 = (2.03/1.99)2  = 1.04, 

P = S x E x(Z – 1) = 18800 x 1.0 x (1.04 –1) = 752PSI. 
Margin of Safety 
Maximum working pressure of Xenon cryostat for both stages is 15.8 PSI, 
the ratio of allowable pressure/working pressure: 
 
First stage 
cylindrical shell  364.8/15.8 = 23.1 
 
circumferential joints  752/15.8 = 47.6 
 
Second stage  
cylindrical shell  244.9/15.8 = 15.5 
 
longitudinal joint   277.8/15.8 = 17.6 
 
circumferential joints   564/15.8 = 35.7 
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ellipsoidal bottom  24.8/15.8 = 1.6 
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Appendix E: 
Physical properties of liquid Xenon and Methane 
 
Xenon 
T, K 161.36 162.36 163.36 164.36 165.36   
P, atm 0.81 0.86 0.91 0.96 1.02   
∆gas, 
kg/m3

8.21 8.67 9.16 9.66 10.18   

 
Critical temperature – 289.7K;     Critical density  - 1100kg/m3;   Critical pressure  - 58.4atm; 
Normal boiling point (NBP)-165.05K ;   Liquid Density at NBP –2940kg/m3;                                                    

Methane 
T, K 100.7 102.7 104.7 106.7 108.7 110.7 112.7 
P, atm 0.37 0.45 0.55 0.66 0.79 0.93 1.1 
∆gas, 
kg/m3

0.72 0.87 1.03 1.22 1.44 1.69 1.96 

 
Critical temperature  -  190.56K                Critical density         -  162.66kg/m3 

 Critical pressure       -  45.99atm               Normal boiling point – 111.67K 
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Appendix F: 
Operating the PHENIX Xenon Recovery System 
 
 
1.0 Purpose and Scope 
 
The scope of this procedure is those operations that are necessary for running the East Transition 
Radiation Detector (TRD) with a mixture of  45%He + 45%Xe + 10% CH4 using the TEC /TRD gas 
system together with Xenon Recovery system. 
Operations in this procedure include the following: 

1. Purging the Xenon Recovery System (XRS) with inert gases.  
2. Purging the XRS with the mixture of 45%He + 45%Xe + 10% CH4 
3. Normal Operation Mode 
4. Xenon removal from the cryostats   

 
In the operation described here, inert gases (Nitrogen and Helium) and the mixture are routed from 
the TRD. The gas flow in the TRD Vent Line is typically 0.5 - 5 LPM at a pressure of 2 mmWC. 
Critical pressures and flows of the gas system are monitored by a hardware alarm box as well as a 
dedicated computer program. 

The primary purpose of this operation is to recover Xenon from the mixture for the duration of the 
PHENIX operations. PHENIX Drawing # 002-0206-911B (Sheet 2), see Fig. 2, contains the 
definition of recovery system controls and instrumentation. 

 

2.0 Prerequisites 
 

2.1 Required training to operate the Xenon Recovery System in the manner described in 
1.0 above: 

 
2.1.1 BNL General Employee Training (GET)(V-001) 
2.1.2 BNL Compressed gas safety course (OSH026) 
2.1.3 BNL Cryogen Safety course (OSH025) 
2.1.4    TEC/TRD gas system and Xenon Recovery System training with a previously 

qualified gas system operator. 
 

  
 
3.0 Precautions 
 

3.1 Overpressurization of the TRD (above 7 mmWC) will result in severe structural damage. 
Primary care should be given to monitoring the internal pressure of the East TRD 
throughout the duration of this procedure, especially when adjusting flow rates and when 
the hardware and software alarms are bypassed. 

3.2 PPE: according to the cryogenics safety regulations the operator should wear gloves, an 
apron and safety goggles/face shield. 
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4.0 Procedure 
 
 

4.1 Initial Setup 
 
 
NOTE: The following procedure assumes that the East TRD has been flushed with nitrogen 

and that auxiliary systems have been turned on.  TRD Leak rate does not exceed 
0.2LPM. Xenon Recovery System pipes were purged with the inert gas and cleaned 
with Xenon. Both Xenon Cryostats insulating volumes were pumped to 10-3 Torr. 
6.9L Cylinders (C1, C2) were pumped to 10-2Torr. 

 
4.1.1 Confirm that MV Bypass 2 is open and MV Bypass 1 is closed. 
4.1.2 Confirm that there is the flow through FI8. 
4.1.3 Confirm that MV5, MV7 and MV6, MV8 are closed. 
4.1.4 Confirm that MV14, MV15 and MV16 are closed.  

 
 

 
4.2 Purging the Xenon Recovery System with inert gases 

 
4.2.1 Open MV1, MV2, MV3, MV4. 
4.2.2 Open MV10, MV11, MV12, MV13.  
4.2.3 Close MV Bypass 2. 
4.2.4 Purge the cryostats at least 1 hour with a flow 5LPM. 
 

 
NOTE: Once an acceptable leak rate has been established, go to East TRD purging with 
45%He + 45%Xe + 10% CH4

4.3 Purging the TRD with the mixture of 45%He + 45%Xe + 10% CH4
 

4.3.1 Turn ON AC power to Xenon Cryostats Rack 
4.3.2 Set TIC 1 and TIC 3 temperature to –1120C(161K). 
4.3.3 Set TIC 2 and TIC 4 temperature to –1630C(110.2K). 
4.3.4 Built up Dewars pressure to 8PSIG using cylinder’s PCV. 
4.3.5 Set FI1 and FI3 flow to 1LPM. 
4.3.6 Set FI2 and FI4 flow to 2LPM. 
4.3.7 Set Scales readings to 0(Zero). 
4.3.8 Unblock Alarm TT1X and TT2X on TEC/TRD PC below 130K.  
4.3.9  Purge 3 TRD’s Volume 
  

 
4.4 Xenon removal from the cryostats  

 
4.4.1 Close MV3. 
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4.4.2 Check Scale of  Cryostat 1. 
4.4.3 Open MV3 at Cryostat 1 Scale reading 30lb . 
4.4.4 Close MV1. 

 
4.5 Xenon removal from the cryostats  
 

Liquid Xenon from Cryostat 1 
 

4.5.1 Block Alarm TT1X on TEC/TRD PC 
4.5.2 Set TIC 1 and TIC2 to -1080C(165.2K) 
4.5.3 Turn On S1 for the heater 1 and let the temperature stabilized 
4.5.4 Close MV10 and MV11 
4.5.5 Place C2 to the flask. 
4.5.6 Fill flask with lq.N2 and cool down C2. 
4.5.7 Close MV2 
4.5.8 Open MV5 and MV15 
4.5.9 Open C2 valve 
4.5.10 Slowly open MV14 and let Xenon gas go to C2. 
4.5.11 Check Cryostat 1 Scale and keep C2 cool. 
4.5.12 Close C2 Valve at 15lb Scale reading. 
4.5.13 Close MV14. 
4.5.14 Close MV15. 
4.5.15 Remove C2 from the flask and let C2 warm up. 
4.5.16 Tern on MV9 to C2 direction. 
4.5.17 Open 43.5L cylinder and check its pressure. 
4.5.18 Close 43.5 Cylinder. 
4.5.19 Open C2 Valve 
4.5.20 Open 43.5L cylinder if the C2 pressure equals its pressure. 

          
NOTE:  If the ambient temperature is below Xenon critical point (289K), use a blanket 

with the electrical heater to increase C2 or C1 temperature up to 310K (98F) to 
remove as much Xenon gas as possible.  
4.5.21 Close C2 valve and 43.5l cylinder valve at stable PI3 pressure 
4.5.22 Place C1 to the flask and cool down it 
4.5.23 Open C1 valve. 
4.5.24 Slowly open MV15 and let Xenon gas go to C1. 
4.5.25 Close MV5 valve at 0(Zero) Scale reading. 
4.5.26 Close MV15. 
4.5.27 Close C1 Valve 
4.5.28 Turn on MV9 to C1 direction. 
4.5.29 Remove C1 from the flask and let C1 warm up. 
4.5.30 Open 43.5L cylinder and check its pressure. 
4.5.31 Close 43.5L cylinder 
4.5.32 Open C1 Valve. 
4.5.33 Open 43.5L cylinder if C1 pressure equals its pressure. 
4.5.34 Close C2 valve and 43.5L cylinder valve at stable PI3 pressure. 
4.5.35 Open MV1 and MV2. 
4.5.36 Turn OFF S1 
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4.5.37 Set TIC 1 and TIC 3 temperature to –1120C(161K). 
4.5.38 Set TIC 2 and TIC 4 temperature to –1630C(110.2K). 
4.5.39 Close MV1 when the TIC1 and TIC2 temperature will be stabilized. 
4.5.40 Open MV10 and MV11. 
4.5.41 Unblock Alarm TT1X on TEC/TRD PC  
4.5.42 Check Cryostat 2 Scale readings. 
4.5.43 Open MV1 if Cryostat 2 Scale reading is 30lb. 
4.5.44 Close MV 3. 

 
Liquid Xenon from Cryostat 2 
 

4.5.45 Block Alarm TT2X on TEC/TRD PC 
4.5.46 Set TIC 3 and TIC4 to -1080C(165.2K) 
4.5.47 Turn on S2 for the heater 2 and let the temperature stabilized 
4.5.48 Close MV12 and MV13 
4.5.49 Place C1 to the flask. 
4.5.50 Fill flask with lq.N2 and cool down C1. 
4.5.51 Close MV4 
4.5.52 Open MV6 and MV16 
4.5.53 Open C1 valve 
4.5.54 Slowly open MV14 and let Xenon gas go to C1. 
4.5.55 Check Cryostat 1 Scale and keep C1 cool. 
4.5.56 Close C1 Valve at 15lb Cryostat 2 Scale reading. 
4.5.57 Close MV14. 
4.5.58 Close MV16. 
4.5.59 Remove C1 from the flask and let C1 warm up. 
4.5.60 Tern on MV9 to C1 direction. 
4.5.61 Open 43.5L cylinder and check its pressure. 
4.5.62 Close 43.5 Cylinder. 
4.5.63 Open C1 Valve 
4.5.64 Open 43.5L cylinder if the C1 pressure equals its pressure. 

          
NOTE:  If the ambient temperature is below Xenon critical point (289K), use a blanket 

with the electrical heater to increase C2 or C1 temperature up to 310K (98F) to 
remove as much Xenon gas as possible.  

4.5.65 Close C1 valve and 43.5l cylinder valve at stable PI3 pressure 
4.5.66 Place C2 to the flask and cool down it 
4.5.67 Open C2 valve. 
4.5.68 Slowly open MV16 and let Xenon gas go to C2. 
4.5.69 Close MV6 valve at 0(Zero) Cryostat 2 Scale reading. 
4.5.70 Close MV16. 
4.5.71 Close C2 Valve 
4.5.72 Turn on MV9 to C2 direction. 
4.5.73 Remove C2 from the flask and let C2 warm up. 
4.5.74 Open 43.5L cylinder and check its pressure. 
4.5.75 Close 43.5L cylinder 
4.5.76 Open C2 Valve. 
4.5.77 Open 43.5L cylinder if C2 pressure equals its pressure. 
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4.5.78 Close C2 valve and 43.5L cylinder valve at stable PI3 pressure. 
4.5.79 Open MV3 and MV4. 
4.5.80 Turn OFF S2 
4.5.81 Set TIC 3 temperature to –1120C(161K). 
4.5.82 Set TIC 4 temperature to –1630C(110.2K). 
4.5.83 Close MV1 when the TIC3 and TIC4 temperature will be stabilized. 
4.5.84 Open MV12 and MV13. 
4.5.85 Unblock Alarm TT2X on TEC/TRD PC. 

 
 
 
 

 
 

 
 

L. Kotchenda, A. Franz Page 33 12/18/2003 



Appendix G: 
Memo: Xenon Gas Recovery Cryostat Lower Disk Analysis MEMO: 
 
date:  April 2nd, 2003 
to:  P.Kroon 
from:  S. Bellavia 
cc:  J. Tuozzolo 
subject: Xenon Gas Recovery Cryostat Lower Disk Analysis - revised results 
 
Discussion: 
An FEA analysis has been performed to determine the deflection and stress of the lower 
disk within the Xenon Gas Recovery Cryostat for the PHENIX project. 
 
Analysis Method and Assumptions: 
 
An axi-symmetric model was chosen using a mapped mesh of plane 82 elements.  The 
vessels were artificially shortened since the stresses in these areas were not a concern.  
However the top and bottom endcaps were modeled to distribute the pressure loading 
correctly to the walls and ultimately the lower disk boundaries.  A finer mesh was used in 
the areas where high stresses were expected. 
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Element Choice: 
PLANE82 is a higher order version of the two-dimensional, four-node element (PLANE42). 
It provides more accurate results for mixed (quadrilateral-triangular) automatic meshes and 
can tolerate irregular shapes without as much loss of accuracy. The 8-node elements have 
compatible displacement shapes and are well suited to model curved boundaries. 
The 8-node element is defined by eight nodes having two degrees of freedom at each 
node: translations in the nodal x and y directions. The element may be used as a plane 
element or as an axisymmetric element. The element has plasticity, creep, swelling, stress 
stiffening, large deflection, and large strain capabilities.  
 
Large Deflection option ON: 
Small deflection and small strain analyses assume that displacements are small enough 
that the resulting stiffness changes are insignificant. 
In contrast, large strain analyses account for the stiffness changes that result from changes 
in an element's shape and orientation. By using this option, you activate large strain effects 
in those element types that support this feature. The large strain feature is available in 
most of the solid elements (including all of the large strain and hyperelastic elements), as 
well as in most of the shell and beam elements. Large strain effects are not available in the 
ANSYS/Professional program. 
The large strain procedure places no theoretical limit on the total rotation or strain 
experienced by an element. However, the procedure requires that strain increments must 
be restricted to maintain accuracy. Thus, the total load should be broken into smaller steps. 
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Stress Stiffening option ON: 
Stress stiffening (also called geometric stiffening, incremental stiffening, initial stress 
stiffening, or differential stiffening by other authors) is the stiffening (or weakening) of a 
structure due to its stress state. This stiffening effect normally needs to be considered for 
thin structures with bending stiffness very small compared to axial stiffness, such as 
cables, thin beams, and shells and couples the in-plane and transverse displacements. 
This effect also augments the regular nonlinear stiffness matrix produced by large strain or 
large deflection effects. 
 
Non-Linear material Properties: 
A bi-linear material property curve for type 304 stainless steel was used: 
 
Strain  Stress 
.00130 39,000 psi 
.65  87,000 
 
 
Loads and Boundary Conditions: 
 
A single point on the inner cylindrical tube was held in the y direction so as to maintain a 
reference point for deflection in the y direction and to prevent rigid body motion.  The 
centerline of the axi-symmetry was held in the x direction. 
 
A 15.8 psi load was placed on all the walls of the vessel.  This load was broken into 100 
smaller substeps to allow model solution convergence. 
 
Results / Summary: 
 
The max stress and strains occurred in the lower disk, as expected.  The material in the 
lower disk went slightly above the yield point for the design load condition of 15.8 psi and 
still further for 2X this load.  However, the strain values indicate that it did not approach 
ultimate stress.  No other area of the vessel exceeded or approached yield.  Also, the 2X 
load condition indicates that the areas of peak stress for the design condition are stress 
relieved, and the peak area shifts from the welded area to the inner bend of the outside 
radius of the lower disk (See figures below). 
 
 
For the lower disk:   at 15.8 psi  at 31.6 psi 
 
Max Deformation (y dir)    .103 inches   .197 inches    
Max Stress (Von Mises)   41 ksi    47 ksi 
Max Strain (Von Mises)    .0026   .0060 
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Conclusion: 
 
It appears that the disk will yield slightly on first use, but should not experience catastrophic 
failure.  The max stress initially occurs near both welds, but eventually stress-relieves itself 
in this area through the yielding process, and should remain stable thereafter. 
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Memorandum 
 
Date:  December 16, 2003 
 
To:  Yousef Makdisi – Chair of RHIC Experiment Safety Committee 
 
CC:  Peter Kroon, Steven Kane 
 
From:  Ed O’Brien – PHENIX Director of Operations 
 
Subject: PHENIX Xenon Recovery System 
 
PHENIX plans to operate the Time Expansion Chamber/Transition Radiation Detector in 
Run 4 with a gas mixture that has a 45% xenon component. In order to operate the 
detector in an affordable manner, PHENIX has designed and built a xenon re-circulation 
and recovery system. The xenon re-circulation and recovery system was reviewed and 
approved by the BNL Cryogenic Safety Committee on April 3, 2003. We had a final 
walk–thru of the system by the committee on September 10, 2003. The system has been 
approved to operate since the last action item was cleared in September. Documents 
describing the operation of the recovery system can be found at: 
 

http://www.phenix.bnl.gov/~afranz/xenon/XENONproc.082103.doc
http://www.phenix.bnl.gov/~afranz/xenon/XENONproc.082103.doc.pdf
 

During normal operation of the xenon recovery system, custom-made vacuum-insulated 
cryostats act as cold-traps and fill with liquid xenon. There are two cryostats, which are 
filled with xenon from the re-circulation system one at a time. Each cryostat takes 
between 1-2 weeks to fill. Once one cryostat is filled, we switch the flow of the recovered 
xenon to the second cryostat and prepare to transfer the liquid xenon in the filled cryostat 
to a steel gas cylinder. In order to make the transfer we must put some pressure on the 
cryostat to force the liquid xenon into the steel gas cylinder. At the time of the safety 
review for the xenon gas system, it was believed that one could force the liquid xenon 
into the steel cylinder with a pressure of 1 psi in the cryostat. Since the cryostat is a two 
walled vessel with a vacuum between the outer and inner walls, 1 psi on the inner vessel 
actually puts 15.7 psi differential pressure (psid) inside the inner vessel of the cryostat. 
This operation mode with up to 15.8 psid pressure has been approved by the Safety 
Committee.  
 
The commissioning of the xenon recovery system in November indicated that we needed 
to increase the pressure on the liquid xenon in the cryostat from 1 to 10 psi. This would 

http://www.phenix.bnl.gov/~afranz/xenon/XENONproc.082103.doc
http://www.phenix.bnl.gov/~afranz/xenon/XENONproc.082103.doc.pdf


increase the pressure in the inner vessel of the cryostat from 15.7 psid to 24.7 psid. 
Without this increase in pressure, it is nearly impossible to transfer the liquefied Xenon 
from the cryostat to the steel gas cylinder. 
 
Our engineers assess that there is no personnel danger associated with this pressure 
increase, and only minor equipment danger. The inner vessel that will see the increased 
pressure is completely enclosed by the outer wall of the cryostat, which would serve as a 
secondary containment wall. In the event of a failure of the cryostat core, the space 
between the two walls, which is currently at vacuum, would fill with xenon. This space is 
protected from over-pressure by a 1 psi burst disk. No significant pressure can build up in 
the cryostat. The equipment risk is damage to cryostat and loss of a few hundred dollars 
of xenon through venting to the atmosphere. 
 
The two xenon recovery vessels have been pressure tested to 2 atms after manufacture. 
This is 1.19 above the proposed new operating pressure. In addition, a prototype of the 
inner vessel has been tested to 6.5 atms, or 3.9 times the proposed new operating 
pressure. The prototype vessel has the material, diameter, end caps and welds all identical 
to those in the system cryostats. The prototype is shorter than the installed inner vessels. 
No failures occurred during the tests of either the prototype or actual vessels.    
 
The expense of xenon (~$3.5/liter of gas) makes operating the gas system in re-
circulation and recovery mode an imperative. The difference in operating cost between 
xenon re-circulation/recovery mode, and a single pass system is thousands of dollars a 
day. PHENIX can not afford to operate the TEC/TRD gas system without recovering the 
xenon. In addition, the physics program of PHENIX in Run4 makes the operation of this 
sub-detector with a xenon gas mixture quite important. The identification of high pT 
electrons in PHENIX relies on the TEC/TRD operating with a xenon-based gas. 
 
PHENIX would like approval to operate the xenon recovery leg of the TEC/TRD gas 
system at this revised pressure of 10 psig (that is 24.7 psid in the inner vessel). We are 
willing to perform new over-pressure tests, if requested, on the prototype and xenon 
recovery vessels at pressures specified by BNL engineers.  Because the RHIC schedule is 
pressing, we would like to come to a resolution of this issue as quickly as possible. We 
appreciate any effort you can make to help us solve this problem.   
 



 
 
 
 
 
 
 

 
 
 
 
 

 
 

 



 
Fig.3. Xenon Recovery Cryostat (Xenon Gas Recovery Cryostat 002-0206-913) 

 



 
 

 

 

 

 

Appendix G: 
Memo: Xenon Gas Recovery Cryostat Lower Disk Analysis MEMO: 
 
date:  April 2nd, 2003 
to:  P.Kroon 
from:  S. Bellavia 
cc:  J. Tuozzolo 
subject: Xenon Gas Recovery Cryostat Lower Disk Analysis - revised 
results 
 
Discussion: 
An FEA analysis has been performed to determine the deflection and stress of 
the lower disk within the Xenon Gas Recovery Cryostat for the PHENIX project. 
 



 
 
Analysis Method and Assumptions: 
 
An axi-symmetric model was chosen using a mapped mesh of plane 82 
elements.  The vessels were artificially shortened since the stresses in these 
areas were not a concern.  However the top and bottom endcaps were modeled 
to distribute the pressure loading correctly to the walls and ultimately the lower 
disk boundaries.  A finer mesh was used in the areas where high stresses were 
expected. 

 
 
 



 
 
Element Choice: 
PLANE82 is a higher order version of the two-dimensional, four-node element 
(PLANE42). It provides more accurate results for mixed (quadrilateral-triangular) 
automatic meshes and can tolerate irregular shapes without as much loss of 
accuracy. The 8-node elements have compatible displacement shapes and are 
well suited to model curved boundaries. 
The 8-node element is defined by eight nodes having two degrees of freedom at 
each node: translations in the nodal x and y directions. The element may be used 
as a plane element or as an axisymmetric element. The element has plasticity, 
creep, swelling, stress stiffening, large deflection, and large strain capabilities.  
 
Large Deflection option ON: 
Small deflection and small strain analyses assume that displacements are small 
enough that the resulting stiffness changes are insignificant. 
In contrast, large strain analyses account for the stiffness changes that result 
from changes in an element's shape and orientation. By using this option, you 
activate large strain effects in those element types that support this feature. The 
large strain feature is available in most of the solid elements (including all of the 
large strain and hyperelastic elements), as well as in most of the shell and beam 



elements. Large strain effects are not available in the ANSYS/Professional 
program. 
The large strain procedure places no theoretical limit on the total rotation or strain 
experienced by an element. However, the procedure requires that strain 
increments must be restricted to maintain accuracy. Thus, the total load should 
be broken into smaller steps. 
 
Stress Stiffening option ON: 
Stress stiffening (also called geometric stiffening, incremental stiffening, initial 
stress stiffening, or differential stiffening by other authors) is the stiffening (or 
weakening) of a structure due to its stress state. This stiffening effect normally 
needs to be considered for thin structures with bending stiffness very small 
compared to axial stiffness, such as cables, thin beams, and shells and couples 
the in-plane and transverse displacements. This effect also augments the regular 
nonlinear stiffness matrix produced by large strain or large deflection effects. 
 
Non-Linear material Properties: 
A bi-linear material property curve for type 304 stainless steel was used: 
 
Strain  Stress 
.00130 39,000 psi 
.65  87,000 
 
 
Loads and Boundary Conditions: 
 
A single point on the inner cylindrical tube was held in the y direction so as to 
maintain a reference point for deflection in the y direction and to prevent rigid 
body motion.  The centerline of the axi-symmetry was held in the x direction. 
 
A 15.8 psi load was placed on all the walls of the vessel.  This load was broken 
into 100 smaller substeps to allow model solution convergence. 
 
Results / Summary: 
 
The max stress and strains occurred in the lower disk, as expected.  The material 
in the lower disk went slightly above the yield point for the design load condition 
of 15.8 psi and still further for 2X this load.  However, the strain values indicate 
that it did not approach ultimate stress.  No other area of the vessel exceeded or 
approached yield.  Also, the 2X load condition indicates that the areas of peak 
stress for the design condition are stress relieved, and the peak area shifts from 
the welded area to the inner bend of the outside radius of the lower disk (See 
figures below). 
 
 
For the lower disk:   at 15.8 psi  at 31.6 psi 



 
Max Deformation (y dir)    .103 inches   .197 inches    
Max Stress (Von Mises)   41 ksi    47 ksi 
Max Strain (Von Mises)    .0026   .0060 
 
 

 



 
 
 



 



 
 
Conclusion: 
 
It appears that the disk will yield slightly on first use, but should not experience 
catastrophic failure.  The max stress initially occurs near both welds, but 
eventually stress-relieves itself in this area through the yielding process, and 
should remain stable thereafter. 
 
Summary: 
 
 10 liter cryogenic vessel with pressure relief to atmosphere fully contained 
in an insulating vacuum vessel. Vacuum vessel protected by 1 psig relief. 
 
 Located on PHENIX outdoor gas pad - no ODH issues 
 
 During normal operation, inner vessels operate at TEC/TRD vent pressure 
(~0 psig). Experience during commissioning shows that xenon transfer process 
requires a higher pressure (<10 psig). 
 

Mechanical model fabricated for pressure test tested to 96 psig without 
failure, though expected yielding is evident. 
 



 Results of failure of inner vessel should be fully contained within vacuum 
vessel, resulting in loss of vacuum and pressure differential on inner vessel. The 
vacuum vessel relief could come into play to prevent any over-pressure on the 
vacuum vessel (net vacuum volume> xenon volume). There is no personnel 
hazard.  
 
  
 

 



PHENIX Xenon Recovery System
• PHENIX Xenon Re-circulation and Recovery 

System was reviewed by BNL Cryo Safety 
Committee 4/03/03. 

• Final system walk-thru 9/10/03.
• All action items were cleared & the system was 

approved for operation.

• Recovery system contains two cryostats for liquid 
xenon capture.

• Every 1-2 week a full cryostat must be drained of  
xenon into steel gas cylinder bottle.

• CSC approved 1 psi gas pressure (15.7 psid) to be 
used to pressure the  xenon to flow to gas 
cylinder

• Commissioning of system established that we 
need maximum 10 psi gas pressure (24.7 psid) to 
enable the xenon to flow into gas cylinder.

• Request approval to operate in this mode 
after appropriate stress tests have been 
performed
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Lessard, Edward T 

From: Lessard, Edward T

Sent: Tuesday, December 23, 2003 4:04 PM

To: Makdisi, Yousef I; Travis, Richard J; 'Mike Iarocci'; Glenn, Joseph W; Kane, Steven F; Wu, Kuo-
Chen

Subject: RE: Xenon Vessel Pressure Test

Page 1 of 1

1/5/2004

Hi Yousef: 
  
Thanks for the follow-up.  It seems to be very sturdy.  However, I suggest we reconsider our finding after the 
Cryogenic Safety sub-committee meets in mid-January.  At that time, I am hoping the sub-committee would be 
able to document a standard approach toward approving this class of vessel.   
  
Regards. 
  
Ed 
  
  
  

-----Original Message----- 
From: Makdisi, Yousef I  
Sent: Tuesday, December 23, 2003 3:42 PM 
To: Travis, Richard J; Lessard, Edward T; 'Mike Iarocci'; Glenn, Joseph W 
Cc: Makdisi, Yousef I 
Subject: FW: Xenon Vessel Pressure Test 
  
Gentlemen, 
    I am forwarding the pressure test results from Charlie Pearson to those who were in the review. In light 
of this, and that this represents some 15 fold the operating pressure, I would like to ask the committee to 
reconsider the finding that PHENIX come for another review before operating next year.  
  
Regards, 
     Yousef (ESRC Chair) 
-----Original Message----- 
From: Pearson, Charles E  
Sent: Tuesday, December 23, 2003 3:13 PM 
To: Pisani, Robert; Biggs, John C; Kroon, Peter J 
Cc: Makdisi, Yousef I; Kane, Steven F; Tuozzolo, Joseph E 
Subject: Xenon Vessel Pressure Test 

The sample pressure vessel was hydrostatically tested by Charles Bloxon and the writer. 
  
Using a 0- 400 PSI gage with 5 PSI divisions: 
The pressure was successfully increased from 50 PSIG to 400 PSIG in ~25 PSI increments. Each 
incremental step was held for 10 to 15 seconds 
  
Using a 0 – 5000 PSI gage with 100 PSI divisions: 
The pressure was increased from 400 PSI to 1000 PSI in ~50 PSI increments. Each incremental step was 
held for 10 to 15 seconds. At 1000 PSI the pressure dropped due to a small break in the weld on the top 
of the vessel. 
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